HOLZ
FORSCHUNG

AUSTRIA

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of
9 March 2011 (the Construction Products Regulation - CPR) this certificate applies to the
construction product

HSP — High Strength Profile

according to the product specification listed in the current addendum to this certificate placed
on the market by

Company
CORDES HOLDING GMBH & CO. KG

Am Lunedeich 160
DE-27572 Bremerhaven

and produced in the manufacturing plant

Holz-Henkel GmbH & Co. KG
Hannoversche Strale 41
DE-37075 Gottingen

This certificate attests that all provisions concerning the assessment and verification of constancy of
performance described in

ETA-26/0298, issued on 06.05.2026

and

EAD 130196-00-0304

under system 2+ are applied and that the factory production control is assessed to be in conformity
with the applicable requirements.

CERTIFICATE OF CONFORMITY OF THE FACTORY
PRODUCTION CONTROL

Certificate number: 1359-CPR-0907
Date of first issue: 24.06.2026
Date of issuance: 24.06.2026

This certificate will remain valid as long as neither the ETA, the EAD, the construction product,
the AVCP methods nor the manufacturing conditions in the plant are modified significantly,
unless suspended or withdrawn by the notified product certification body.

For the validity of this certificate see www.holzforschung.at.
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Addendum to certificate 1359-CPR-0907 "0 AUSTRIA

Date of issuance: 24.06.2026

Scope of certification:

Construction product:

Intended use:
Wood species:

Product structure:

- thickness

- width
Mechanical strength and

stability of profiled solid wood:

Natural durability:

Solid wood boards for flatwise structural use with overlapping
edge profiles

Walls, floors and roofs in buildings

Norway spruce (Picea abies) — Central-/Northeurope

Silver fir (Abies alba) - Central-/Northeurope

Larch (Larix decidua) — Europe

Larch (Larix occidentalis) - USA / Canada

Larch (Larix sibirica sp.) - Russia (Siberia)

Douglas fir (Pseudostsuga menziesii var. glauca) - USA / Canada

18 — 50 mm
80 - 200 mm
according to ETA-26/0298, table 2

according to ETA-26/0298, table 3
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